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MEK-Boost ‘A Hybrid Solution’
These units operate in the same way as other natural passive 
stack ventilation systems within the Intelivent range, but include 
a low energy fan to enhance ventilation performance during 
both day and night.

The MEK-Boost allows increased ventilation at times of high 
occupancy and throughout the summer months. In spaces 
where occupancy and heat gains vary, a purely natural passive 
system may have to be oversized to cope with peak conditions 
which only occur from time to time.

These units can work in harmony with the wall units within 
the Intelivent range, or as a standalone solution. Various fan 
sizes and duties can be supplied, in either supply or extract 
orientation, to suit the specifics of the project.

The MEK-Boost Solution
The fan and damper within the unit should be operated on 
automatic control through CO2  and temperature monitoring. 
Override switches are recommended to operate the units at 
the discretion of the occupant. Full speed control options are 
available on all units.

InteliventTM MEK-Boost
Product Details
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MEK-Boost Turret
A. Turret skirt with 50mm turned down from extruded 

aluminium section.

B. High performance weather louvre.

C. Turret roof fabricated from 2.0mm aluminium roof. 
Supplied in sections where oversized.

D. Bird mesh fitted to rear of blades as standard.  
Optional extras available.

E. Galvanised drop duct from turret up stand.

F. Telescopic damper connection sleeve constructed  
from 16swg galvanised steel.

G. Ultra low leakage insulated damper supplied  
with actuator (DL533+3M).

H. Grille connection sleeve, fabricated from aluminium.

I. Internal ceiling egg crate grille (S5000+1C).

J. Supply/extract boost fan.

K. Boost duct.
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Available options. Please specify at the time of placing order.
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